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Accessories FA 45 Vision Sensor

Surface lights for all FA 45 models. 
A series of several surface lights 
can be activated to enable flexible 
and economic lighting of a row of 
components. Also suitable for use as 
dark field light. 

Ring light for all FA 45 models for 
front lighting. Highlights edges on 
strongly contoured components as a 
dark field light.

Surface light / backlight for all FA 45 
models. Background lighting for better 
contrast display of the external profile 
of components.

Ring-shaped front light for all FA 45 
models with an excellent cost/per-
formance ratio. Provides uniform 
lighting of objects. 

External lighting

Switch module and interface module 
for all FA 45 sensors for I/O extension 
with up to eight additional inputs and 
up to 32 additional outputs. Connec-
tion to vision sensor via RS422.

Demonstration and text box for all 
FA 45 models. Enables test mode with 
simulation of inputs (trigger or similar) 
and display of outputs as well as 
power supply of vision sensor. All I/Os 
are through-wired, so parallel opera-
tion with control system possible. 

Profibus adapter for all FA45 models 
for connection of the sensor to a 
Profibus. Connection via RS422.

Switch modules and interface modules

C mount lenses for all FA 45 models 
with different focal widths for flexible 
component display in different repro-
duction scales. These are heavy-duty 
industrial lenses, an IP 65 outer casing 
is available.  

Cable and connection cable (power 
and I/O), Ethernet cable, RS422 cable 
and lighting cable for all FA 45 models 
with M12 standard connectors, drag-
chain compatible. 

Stand for flexible installation and 
alignment of the FA 45 vision sensor, 
swivels in every direction, quick and 
easy to clamp.

Miscellaneous	 C mount lenses

FA 45                             FA 45 C-Mount




